LED PRODUCT GUIDE

The Intersection of Art and Engineering

Our mission is to create the most energy efficient lighting products in the
world while maintaining the highest level of quality and reliability. In every
instance we will back our innovations with the unwavering support our

customers need to succeed.

Richard E. Hunter, CEO of Hunter Industries

Website fxl.com | Customer Support 760-744-5240 | Technical Service 760-591-7383
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LED Up Lights

1«Qz
Specifications
Height: 5.75"/14.61cm
Diameter: 1.75"/4.45 cm
LEDs: 1
Finishes: 9 Options
Material: Aluminum

«FB

Specifications
Height: 7.5"/19 cm
Diameter: 2"/5cm
LEDs: 1,3

Finishes: 9 Options
Material: Aluminum

Long
Shield

4

NP

Specifications

Height: 8.4"/21.2 cm
L Shield: 10.3"/26.1cm
Diameter: 2.7"/6.8 cm
LEDs:1,3,6,9
Finishes: 9 Options
Material: Aluminum

Long
Shield

V4

4 CC Long

Shield
Specifications
Height: 5.3"/13.3cm
L Shield: 6.4"/16.3 cm
Diameter: 1.6"/4.1cm
LEDs: 1,3
Finishes: 4 Options
Material: Brass

«VS

Specifications
Height: 7"/17.8 cm

L Shield: 8.3"/21.2 cm
Diameter: 2"/5cm
LEDs: 1,3,6,9
Finishes: 4 Options
Material: Brassor

|

PB

Specifications
Height: 5.5"/13.9 cm
Width: 3.9"/9.8 cm
Depth: 2"/5cm
LEDs: 1,3

Finishes: 13 Options
Material: Brass or

.

Specifications
Height: 8.9"/22.6 cm
Diameter: 2.4"/5.9 cm
LEDs: 1,3

Finishes: 9 Options
Material: Aluminum

Specifications
Height: 9.7"/24.6 cm
Diameter: 3"/7.6 cm
LEDs:1,3,6,9
Finishes: 9 Options
Material: Aluminum

Aluminum Aluminum
LED Down Lights
«LC <NL «PS
i Specifications Specifications Specifications
Height: 6.5"/16.5cm Height: 3.3"/8.4 cm Height: 3.3"/8.4 cm
. | Width: 4.5"/11.4 cm Width: 3.2"/8.1cm Diameter: 3.2"/8.1cm
= Depth: 3"/7.6 cm LEDs: 1,3,6,9 LEDs:1,3,6,9
LEDs:1,3,6,9 Finishes: 16 Options Finishes: 16 Options
Finishes: 13 Options Material: Brass or Material: Brass or
Material: Brass or Aluminum Aluminum
Aluminum
«JB «DE «LE

Specifications
Height: 3.3"/8.3cm
Diameter: 1.6"/4.1cm
LEDs: 1

Finishes: 13 Options
Material: Aluminum or
Copper/Brass

LED Wall Lights

<«UN

Specifications

Width: 5"/12.7 cm
Height: 3.5"/8.9 cm
Depth: 3.875"/9.84 cm
LEDs: 1

Finishes: 15 Options
Material: Brass or
Composite

«LM

Specifications
Width: 9"/22.9 cm
Height: 3.5"/8.9 cm
Depth: 4"/10.16 cm
LEDs: 2

Finishes: 13 Options
Material: Copper

|

PD

Specifications
Width: 9"/22.9 cm
Height: 3.5"/8.9 cm
Depth: 4"/10.16 cm
LEDs: 2

Finishes: 15 Options
Material: Brass or
Composite

«cP

Specifications

Width: 5"/12.7 cm
Height: 3.5"/8.9 cm
Depth: 3.875"/9.84 cm
LEDs: 1

Finishes: 13 Options
Material: Copper

«MS

Specifications

Diameter: 3.7"/9.3 cm

Depth: 2"/5.1cm
LEDs: 1
Finishes: 13 Options

Material: Aluminum or

Brass

< —

LF

Specifications

Height: .9"/2.2 cm
Width: 6.7"/17 cm
Depth: 3.6"/9.2cm
LEDs: 1

Finishes: 16 Options
Material: Brass
Bracket: Stainless Steel

ST : RD E q
SQ‘ an Lead length: 10'/3 cm

LED Path Lights Aluminum

PO

Specifications
Diameter: 5.1"/8.9 cm
Height: 3.5"/13 cm

LEDs: 1
Finishes: 13 Options
Material: Brass

«TM

Specifications
Height: 15"/38.1cm
Diameter: 5"/12.7 cm
LEDs: 1,3

Finishes: 9 Options
Material: Aluminum

«PL

Specifications
Height: 15"/38.1cm
Diameter: 6"/15.2 cm
LEDs: 1,3

Finishes: 9 Options
Material: Aluminum

LED Path Lights Petite

«BD

Specifications
Height: 15.5"/39.4 cm

Diameter: 4.7"/11.9 cm

LEDs: 1
Finishes: 13 Options
Material: Copper

—

<EA

Specifications

Height: 15.9"/40.4 cm
Diameter: 4.7"/11.9 cm
LEDs: 1

Finishes: 13 Options
Material: Copper

<HC

Specifications

Height: 15"/38.1cm
Diameter: 3.6"/9.2 cm
LEDs: 1

Finishes: 13 Options
Material: Copper

— —

«PF

Specifications
Height: 15"/38.1cm
Diameter: 5"/12.7 cm
LEDs: 1

Finishes: 13 Options
Material: Copper

M

<«PR

Specifications

Height: 15"/38.1cm
Diameter: 3.8"/9.7 cm
LEDs: 1

Finishes: 13 Options
Material: Copper

«SC

Specifications

Height: 15.5"/39.4 cm
Diameter: 4.7"/11.9 cm
LEDs: 1

Finishes: 13 Options
Material: Copper

LED Path Lights Grande

«CB

Specifications
Height: 16.2"/41.2 cm

Diameter: 7.4"/18.8 cm

LEDs: 1,3
Finishes: 13 Options
Material: Copper

«QF

Specifications

Height: 16.8"/42.7 cm
Diameter: 7.4"/18.8 cm
LEDs: 1,3

Finishes: 13 Options
Material: Copper

«JS

Specifications
Height: 16.5"/41.9 cm
Diameter: 6.3"/16 cm
LEDs: 1,3

Finishes: 13 Options
Material: Copper

,‘l\.
1

«DM

Specifications
Height: 16.2"/41.2 cm
Diameter: 7.1"/18 cm
LEDs: 1,3

Finishes: 13 Options
Material: Copper

—— —

«Cv

Specifications

Height: 15.8"/40.1cm
Diameter: 7.4"/18.8 cm
LEDs: 1,3

Finishes: 13 Options
Material: Copper

A

«CA

Specifications

Height: 16.2"/41.2 cm
Diameter: 7.4"/18.8 cm
LEDs: 1,3

Finishes: 13 Options
Material: Copper

LED Well Lights

B

LED Filters

«PE

Specifications
Height: 9.1"/23.1cm
Diameter: 6"/15.2 cm
LEDs: 3,6,9

Finishes: 1 Option
Material: Aluminum &
Composite

A

«LL

Specifications
Length: 6.4"/16.3 cm
Diameter: 3.3"/8.4 cm
Height: 5.29"/13.4 cm
LEDs:1,3,6,9
Finishes: 1 Option
Material: Brass

Every FX Luminaire
path light, up light and
down light includes an
amber, green, blue and
frosted filter to create
custom colors.

LED Power Controllers

<LUXOR®

Specifications
Height: 13"/33 cm
Width: 8"/20.3 cm
Depth: 5"/12.7 cm
Watts: 150, 300
Finishes: 2 Options
Material: Steel

Bl

v FINISHES
Metals

AT AT cu NP BS SS

AB AB

on copper | onbrass  on copper

on brass

«LX

Specifications

Height: 11.4"/28.94 cm
Width: 7.14"/18.14 cm
Depth: 5.04"/12.8 cm
Watts: 150, 300
Finishes: 2 Options
Material: Steel

Powder coat

WG

BZ

AL

«PX

Specifications

Height: 13.5"/34.29 cm
Width: 7.5"/19.1cm
Depth: 6"/15.24 cm
Watts: 300, 600, 900
Finishes: 10 Options
Material: Steel

All fixtures are available with ZD Technology™

Composites

Wi VF SB FB CB DT

*Luxor &LXonly



